NOTES:
7. MANHOLE MAXIMUM DEPTH 24'-0".

STANDARD TRAFFIC MANHOLE FRAME
& COVER, SEE DETAIL S/3.00; OR
STANDARD WATERTIGHT FRAME &
COVER, SEE DETAIL S/3.02
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FLEXIBLE GAS

BACKFILL EXCAVATION
BELOW PIPE WITH GRANULAR
BEDDING TO 1'-0" ABOVE
TOP OF PIPE.

—

EXISTING PVC PIPE TO BE REMOVED

CONNECTCR

N MANHOLE BASE TO BE BEDDED

IN 8" MINIMUM GRANULAR BEDDING
ON FIRM SUBGRADE.

-

] L
!
TYPICAL MANHOLE STEPS -
SEE DETAIL S/ \\
=
PRECAST MANHOLE
SEE DETAIL $/1.00
4—0 —-0", OR 8"-0" _
o PRECAST MAN
=~ I/ HOLE BASE
M ]
EXISTING PVC PIPE N - . SHORT PIECE BELL END PVC WITH
SEE BEDDING REQUIREMENTS s a GASKET TO CONNECT TO EXISTING
PER DETAIL M /8.00. S . PVC PIPE OF SAME SIZE
Y A — 4
8 EXISTING PVC PIPE

KET
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